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SINGLE PHASE JUMPER BRACKETS
STRAIGHT PIN

1-1/16" SQ RECESSE A !
FOR 5/8" BOLT L
1" DIA. THREAD
11/16" DIA (LEAD)
i D
——— v
= [
SECTION X-X X
CATALOG DIM IN INCHES MINIMUM RATING(LBS)
NUMBER
A D VERT.-V LONG.-L TRANS.-T
SPHJ-1.5-12 12 11/2 1000 800 1500
SPHJ-1.5-14 14 11/2 900 700 1500
SPHJ-1.5-16 16 11/2 800 600 1500
SPHJ-1.5-18 18 11/2 700 500 1500
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 19” LENGTH: SPHJ-1.5-19)

THREADS:FOR 1-3/8” THREADS,ADD SUFFIX “1.375” TO CATALOG NUMBER.
(EXAMPLE:SPHJ-1.5-19-1.375)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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SINGLE PHASE JUMPER BRACKETS
VERTICAL PIN

L
A /;>T
1-1/16" SQ RECESSED 1" DIA. THREAD =
FOR5/8" BOLT (LEAD)

A,

SECTION X-X X

CATALOG DIM IN INCHES MINIMUM RATING(LBS)
NUMBER
A D VERT.-V | LONG.-L | TRANS.-T
SPVJ-1.5-12 12 11/2 1000 800 1500
SPVJ-1.5-13 13 11/2 900 700 1500
SPVJ-1.5-15 15 11/2 800 600 1500
SPVJ-1.5-18 18 11/2 700 500 1500
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 19” LENGTH: SPVJ-1.5-19)

THREADS:FOR 1-3/8” THREADS,ADD SUFFIX “1.375” TO CATALOG NUMBER.
(EXAMPLE:SPVJ-1.5-19-1.375)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
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JUMPER PINS

1" DIA. THREAD
(LEAD)
I ]
- D
|
3/4" / ' \
B 5/8" BOLT WITH HEX NUT
LAT WASHER & LOCKWASHER
CATALOG DIM IN INCHES MININUM RATING(LBS)
NUMBER
A B D VERT.-V LONG-L | TRANS.-T
GJP-1.5-13-2 13 2 11/2 2500 1200 1200
GJP-1.5-13-7 13 7 11/2 2500 1200 1200
GJP-1.5-18-2 18 2 11/2 2500 1000 1000
GJP-1.5-18-7 18 7 11/2 2500 1000 1000
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.

LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 19” LENGTH: GJP-1.5-19-7)

THREADS:FOR 1-3/8” THREADS,ADD SUFFIX “1.375” TO CATALOG NUMBER.(EXAMPLE:GJP-1.5-19
-7-1.375)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
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C&D Industries Co.,Ltd.

POLE TOP PINS,

1" DIA. THREAD
(LEAD)

RECESSED FOR BANDI
STRAP

PROVISION FOR
GROUNDING (OPTIONAL

/11/16" DIA.

5-

4T e

.

- “g%f\________

__(%ll__lé%_

11/16"

CATALOG DIM IN INCHES MININUM RATING(LBS)
NUMBER A D VERT.-V LONG.-L TRANS.-T
PTP-1.5-13 13 11/2 2500 1600 1600
PTP-1.5-15 15 11/2 2500 1500 1500
PTP-1.5-18 18 1172 2500 1400 1400
PTP-2-18 18 2 2500 2150 2150
PTP-2-24 24 2 2500 1750 1750
PTP-2-30 30 2 2500 1300 1300
PTP-2-36 36 2 2500 1100 1100
NOTES:

G4 Power Products = PO Box 474, Aiken, SC 29802 USA

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.

LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 25” LENGTH: PTP-2-25)

THREADS:FOR 1-3/8” THREADS,ADD SUFFIX “1.375” TO CATALOG NUMBER.(EXAMPLE:PTP-2-25-
1.375)
GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: PTP-2-25-4-13)
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C&D Industries Co.,Ltd.

POLE TOP PINS FOR LINE POST
INSULATORS

/.

D i 11/16" DIA.
[
RECESSED FOR BANDING , g
STRAP | ] s
6I
i =]
|
PROVISION FOR 10 ! jf
GROUNDING (OPTIONALJ | T 11116"
CATALOG DIM IN INCHES MININUM RATING(LBS)
NUMBER A D VERT.-V LONG.-L TRANS.-T
GPTB-2-19 19 2 2500 2100 2100
GPTB-2-24 24 2 2500 1750 1750
GPTB-2-27 27 2 2500 1400 1400
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 30” LENGTH: GPTB-2-30)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: GPTB-2-30-4-13)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
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SINGLE PHASE SINGLE POSITION
APPARATUS BRACKETS

13/16" DIA:

11/16" KEYHCLE SLOT

1

A
6!
8I
16°

| =1
b RECESSED FOR BANDING
! 5 STRAP
PROVISION FOR
——GROUNDING (OPTIONAL)
11/16" X 1-1/8" SLOT
CATALOG DIM IN INCHES MINIMUM RATING (LBS)
NUMBER A D VERT.-V LONG.-L | TRANS.-T
SPAB-1.5-18 18 15 1200 900 10000
SPAB-1.5-21 21 15 1050 800 10000
SPAB-1.5-24 24 15 900 700 10000
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.

(EXAMPLE: FOR 20" LENGTH: SPAB-1.5-20)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO

CATALOG NUMBER.(EXAMPLE: SPAB-1.5-20-4-13)

TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE:

SPAB-1.5-20-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
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SINGLE PHASE SINGLE POSITION
CUTOUT AND ARRESTOR BRACKETS

15° UPSWEEP

E

9/16" SQ.
11/16" KEYHCLE SLOT
L
A /
= —T
1 o
6" \,
8!
15°
=1
~ RECESSED FOR BANDING
5 STRAP

X

PROVISION FOR
— GROUNDING (OPTIONAL)

11/16" X 1-1/8" SLOT

CATALOG DIM IN INCHES MIN. RATING (LBS)
NUMBER A D VERT.-V LONG.-L | TRANS.-T
SPCA1-1.5-12 12 11/2 1800 1400 10000
SPCA1-1.5-15 15 11/2 1500 1200 10000
SPCA1-1.5-18 18 11/2 1200 900 10000
SPCA1-1.5-24 24 11/2 900 700 10000
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.

LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 21” LENGTH: SPCA1-1.5-21)
GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO

CATALOG NUMBER.(EXAMPLE: SPCA1-1.5-21-4-13)

TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE:

SPCA1-1.5-21-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com




11/16" KEYHCLE SLOT

Q=

C&D Industries Co.,Ltd.

SINGLE PHASE SINGLE POSITION
CUTOUT AND ARRESTOR BRACKETS

HORIZONTAL

9/16" SQ.

)

N2

[

RECESSED FOR BANDING V

\

PROVISION FOR

STRAP

~ GROUNDING (OPTIONAL)
11/16" X1-1/8" SLOT

CATALOG DIM IN INCHES MIN. RATING (LBS)
NUMBER A D VERT.-V LONG.-L | TRANS.-T
SPCA-1.5-12 12 11/2 1800 1500 5000
SPCA-1.5-15 15 11/2 1500 1400 5000
SPCA-1.5-18 18 11/2 1200 1200 5000
SPCA-1.5-24 24 11/2 900 900 5000
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.

LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.

(EXAMPLE: FOR 21” LENGTH: SPCA-1.5-21)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO

CATALOG NUMBER.(EXAMPLE: SPCA-1.5-21-4-13)

TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE:

SPCA-1.5-21-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1(803) 335-2158
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SINGLE PHASE TWO POSITION
CUTOUT AND ARRESTOR BRACKETS
15° UPSWEEP

9/16" SQ.

11/16" DIA:
11/16" KEYHCLE SLOT FIG.3
L
A //
c oa p —T
A\ E D
" 8" \"
8 10"
15°
=
h RECESSED FOR BANDING
! STRAP
FIG. 2 PROVISION FOR
) GROUNDING (OPTIONAL)
11/16" X 1-1/8" SLO
CATALOG BASE | END FITTING DIM IN INCHES MIN.RATING(LBS)
NUMBER FIG. FIG. A D B VERT.-V
SPCA2-1.5-12 1 3 12 11/2 12 1800
SPCA2-1.5-14 1 3 14 11/2 12 1600
SPCA2-1.5-15 1 3 15 11/2 12 1500
SPCA2-1.5-18 1 3 18 11/2 12 1200
SPCA2-1.5-24 1 3 24 11/2 12 900
SPCA2-2-16 2 3 16 2 12 2600
SPCA2-2-18 2 3 18 2 12 2400
SPCA2-2-20 2 3 20 2 12 2500
SPCA2-2-24 2 3 24 2 12 2200
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 19" LENGTH: SPCA2-2-19)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: SPCA2-2-19-4-13)

TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE:
SPCA2-2-19-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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SINGLE PHASE TWO
POSITION BRACKETS
HORIZONTAL

9/16" SQ. '

11/16" DIA: O
N
11/16" KEYHCLE SLOT

& o %/L_LJ—»T

1)

% Z-\RECESSED FOR BANDING V
| 3 STRAP
PROVISION FOR
——GROUNDING (OPTIONAL)
11/16" X 1-1/8" SLOT
CATALOG DIM IN INCHES MIN.RATING(LBS)
NUMBER A D VERT.-V
SPOCA2-1.5-12 12 11/2 1800
SPOCA2-1.5-14 14 11/2 1600
SPOCA2-1.5-15 15 11/2 1500
SPOCA2-1.5-18 18 11/2 1200
SPOCA2-1.5-24 24 11/2 900
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 19” LENGTH: SPOCA2-2-19)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: SPOCA2-2-19-4-13)

TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE:

SPOCA2-2-19-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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SINGLE PHASE THREE POSITION
CUTOUT AND ARRESTOR BRACKETS
15° UPSWEEP

11/16" DIA:

9/16" SQ.
(2 PLACES)

13/16" DIA:

11/16" KEYHCLE SLOT

! I

J 8 J1 "
FIG. 1
FIG. 2X
11/16" X 1-1/8" SLO

@%)/
-

RECESSED FOR BANDING
STRAP

PROVISION FOR
GROUNDING (OPTIONAL)

/ﬁfﬁ%

CATALOG | BASE | DIMIN INCHES MIN. RATING(LBS)
NUMBER | FiG. A D | VERT.-V | LONG.-L | TRANS.T
SPCC-1.5-12 | 1 12 1172 1800 1400 10000
SPCC-1.518 | 1 18 1172 1200 900 10000
SPCC-1.524 | 1 24 1172 900 700 10000
SPCC-2-12 2 12 2 3000 1800 10000
SPCC-2-18 2 18 2 2250 1500 10000
SPCC-2-24 2 24 2 1750 1100 10000
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 15" LENGTH: SPCC-2-15)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: SPCC-2-15-4-13)

TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE:
SPCC-2-15-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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SINGLE PHASE POST INSULATOR
BRACKETS
15° UPSWEEP

5/8" BOLT WITH HEXNUT
A FLAT WASHER & LOCKWASHER

11/16" KEYHCLE SLOT

RECESSED FORBANDING
' STRAP
PROVISION FOR
— GROUNDING (OPTIONAL)

11/16" X1-1/8" SLOT

NN

CATALOG DIM IN INCHES MINIMUM RATING (LBS)
NUMBER
A D VERT.-V LONG-L TRAN.-T

SPPB-1.5-16 16 11/2 1400 1400 1500
SPPB-1.5-18 18 11/2 1200 1200 1500
SPPB4.5-24 24 11/2 950 950 1500
SPPB4.5-30 30 11/2 750 750 1500
SPPB-1.5-36 36 11/2 500 500 1500

NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 20” LENGTH: SPPB-1.5-20)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: SPPB-1.5-20-4-13)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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SINGLE PHASE POST INSULATOR
BRACKETS
HORIZONTAL

11/16" KEYHCLE SLOT

5/8" BOLT WITH HEXNUT
FLAT WASHER & LOCKWASHER

L
D /
i /o
RECESSED FOR BANDING v
STRAP

\ PROVISION FOR

GROUNDING (OPTIONAL)
11/16" X 1-1/8" SLOT

T J
—]
1y

'|@

N2V

CATALOG DIM IN INCHES MINIMUM RATING (LBS)

NUMBER A D VERT.-V LONG-L TRAN.-T
SPPB-0-1.5-16 16 11/2 1400 1300 1500
SPPB-0-1.5-18 18 11/2 1200 1150 1500
SPPB-0-1.5-24 24 11/2 950 850 1500
SPPB-0-1.5-30 30 11/2 750 700 1500
SPPB-0-1.5-36 36 11/2 500 500 1500

NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 20” LENGTH: SPPB-0-1.5-20)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13”.TO
CATALOG NUMBER.(EXAMPLE: SPPB-0-1.5-20-4-13)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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SINGLE PHASE STANDOFF BRACKETS
STRAIGHT PIN

11/16" KEYHCLE SLOT A
1" DIA. THREAD

J

]
il

(&)

b

?—

RECESSED FOR BANDING
STRAP

FIG.1 PROVISION FOR
FIG.2 GROUNDING (OPTIONAL)
11/16" X 1-1/8" SLO
CATALOG FIG DIM IN INCHES MINIMUM RATING(LBS)
NUMBER A D VERT.-V LONG-L [ TRANS.-T
SPHP-1.5-12 1 12 11/2 1800 1700 1500
SPHP-1.5-14 1 14 11/2 1600 1600 1500
SPHP-1.5-16 1 16 11/2 1400 1400 1500
SPHP-1.5-18 1 18 11/2 1200 1200 1500
SPHP-1.5-20 1 20 11/2 1100 1100 1500
SPHP-1.5-24 1 24 11/2 1050 900 1500
SPHP-2-18 2 18 2 2300 1400 2500
SPHP-2-21 2 21 2 2100 1350 2500
SPHP-2-24 2 24 2 1750 1200 2500
SPHP-2-27 2 27 2 1550 1050 2500
SPHP-2-30 2 30 2 1400 950 2500
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.

LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 19" LENGTH: SPPB-0-1.5-20)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: SPPB-0-1.5-20-4-13)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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SINGLE PHASE STANDOFF BRACKETS
VERTICAL PIN

: Y/

1" DIA. THREAD

11/16" KEYHCLE SLOT

(LEAD)
’P,
! :
<
| ]
6 8" 8|| jis
10"
\Y;
4
] [ R RECESSED FOR BANDING
' E STRAP
FIG. 1 FIG. PROVISION FOR
- ——GROUNDING (OPTIONAL)
11/16" X 1-1/8" SLO

CATALOG FIG DIM IN INCHES MINIMUM RATING(LBS)
NUMBER A D VERT.-V LONG-L | TRANS.-T
SPVP-1.5-12 1 12 1.5 2200 1300 2000
SPVP-1.5-14 1 14 1.5 2000 1200 2000
SPVP-1.5-16 1 16 1.5 1600 1000 2000
SPVP-1.5-18 1 18 1.5 1500 900 2000
SPVP-1.5-20 1 20 1.5 1250 800 2000
SPVP-1.5-24 1 24 1.5 1000 700 2000
SPVP-1.5-26 1 26 1.5 750 600 2000
SPVP-2-12 2 112 2 2550 2000 2500
SPVP-2-15 2 15 2 2400 1950 2500
SPVP-2-18 2 18 2 2250 1900 2500
SPVP-2-20 2 20 2 2100 1850 2500
SPVP-2-24 2 24 2 2100 1850 2500
SPVP-2-26 2 26 2 1950 1800 2500
SPVP-2-30 2 30 2 1800 1750 2500

NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTINGS:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.

LENGTH:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 19” LENGTH: SPVP-2-19)

THREADS:FOR 1-3/8” THREADS,ADD SUFFIX “1.375” TO CATALOG NUMBER.(EXAMPLE:SPVP-2-19
-1.375)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: SPVP-2-19-4-13)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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TWO PHASE SINGLE POSITION
CUTOUT AND ARRESTOR BRACKETS

9/16" SQ.

L A I
‘ 11/16" KEYHCLE SLOT ‘/

6I
8" RECESSED FOR BANDING
j{u}E STRAP
™M 1

——_ _ PROVISIONFOR

GROUNDING (OPTIONAL)

11/16" X1-1/8" SLOT

TYP.
CATALOG DIM IN INCHES MIN. RATING (LBS)
NUMBER A D VERT.-V LONG-L TRANS.-T
TP1CAB-1.5-36 36 1172 1200 1200 10000
TP1CAB-1.5-42 42 11/2 950 950 10000
TP1CAB 4.5-48 48 1172 900 900 10000

NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 15” LENGTH: SPCC-2-15)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: SPCC-2-15-4-13)

TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE:
SPCC-2-15-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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TWO PHASE SINGLE POSITION
APPARATUS BRACKETS

13/16" DIA:
A
L
11/16" KEYHCLE SLOT / T
1| T
\Y
‘T 15°
6'
8" l RECESSED FOR BANDING
L STRAP
PROVISION FOR
GROUNDING (OPTIONAL)
11/16" X 1-1/8" SLOT
TYP.
CATALOG DIM IN INCHES MIN. RATING (LBS)
NUMBER

A D VERT.-V LONG-L TRANS.-T

TPSP-1.5-36 36 11/2 1200 950 10000

TPSP-1.5-42 42 11/2 1050 800 10000

TPSP-1.5-48 48 11/2 900 700 10000

NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.

(EXAMPLE: FOR 30" LENGTH: TPSP-1.5-30)
GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO

CATALOG NUMBER.(EXAMPLE: TPSP-1.5-30-4-13)
TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE: TPSP

-1.5-30-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1-(803) 335-2158
www.G4Power.com m mog@g4power.com
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TWO PHASE SINGLE POSITION
CUTOUT AND ARRESTOR BRACKETS

11/16" DIA:

11/16" KEYHCLE SLOT 11/16" KEYHCLE SLOT /-

D

RECESSED FOR BANDING

STRAP
PROVISION FOR
ROUNDING (OPTIONAL)
11/16" X 1-1/8" SLOT 11/16" X 1-1/8" SLOT
TYP. FIG. 2 TYP.
CATALOG |BASE | END FIT- DIM IN INCHES MIN. RATING (LBS)
NUMBER TING
FIG. FIG. A D B VERT.-T
TPTP-1.5-36| 1 3 36 11/2 12 1200
TPTP-1.5-42| 1 3 42 11/2 12 950
TPTP-1.5-48| 1 3 48 11/2 12 900
TPTP-2-36 2 3 36 2 12 2300
TPTP-2-42 2 3 42 2 12 2000
TPTP-2-48 2 3 48 2 12 1750
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 30” LENGTH: TPTP-2-30)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13”.TO
CATALOG NUMBER.(EXAMPLE: TPTP-2-30-4-13)

TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE:
TPTP-2-30-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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TWO PHASE SINGLE POSITION
CUTOUT AND ARRESTOR BRACKETS

11/16" DIA:

9/16" SQ.
(2 PLACES)

13/16" DIA=

A

11/16" KEYHCLE SLOT 11/16" KEYHCLE SLOT

RECESSED FOR BANDING

STRAP
PROVISION FOR
GROUNDING (OPTIONAL)
11/16" X 1-1/8" SLOT FIG.2'— 11/16" X 1-1/8" SLOT
TYP. TYP.
CATALOG | BASE| END FIT- DIM IN MIN. RATING(LBS)
NUMBER TING INCHES
FIG. FIG. A D VERT.-V| LONG-L | TRANS.-T
TPCC-1.5-36| 1 3 36 11/2 1200 900 10000
TPCC-1.5-42 1 3 42 11/2 950 800 10000
TPCC-1.5-48 1 3 48 11/2 900 700 10000
TPCC- 2-36 2 3 36 2 2200 1500 10000
TPCC- 242 2 3 42 2 1900 1300 10000
TPCC-2-48 2 3 48 2 1650 1100 10000
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 30” LENGTH: TPCC-2-30)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: TPCC-2-30-4-13)

TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE:
TPCC-2-30-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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TWO PHASE BRACKETS FOR LINE
POST INSULATORS BRACKETS

A b

11/16" KEYHCLE SLOT

8 rL RECESSED FOR BANDING
j: STRAP
(5 E_\ PROVISION FOR
GROUNDING (OPTIONAL)
11/16" X 1-1/8" SLOT
TYP.
CATALOG DIM IN INCHES MINIMUM RATING (LBS)
NUMBER
A D VERT.-V LONG-L TRANS.-T
TPLP-2-24 24 2 2400 1850 2500
TPLP-2-28 28 2 2250 1700 2500
TPLP-2-34 34 2 2100 1500 2500
TPLP-2-42 42 2 1850 1250 2500
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.

(EXAMPLE: FOR 30" LENGTH: TPLP-2-30)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: TLP-2-30-4-13)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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TWO PHASE INSULATOR BRACKETS
STRAIGHT PIN

1" DIA. THREAD

11/16" KEYHCLE SLOT

RECESSED FOR BANDING

STRAP
| 0 E_\ PROVISION FOR
GROUNDING (OPTIONAL)
11/16" X 1-1/8" SLOT 11/16" X 1-1/8" SLOT
TYP. FIG. 2 TYP.
CATALOG |FIG. | DIMIN INCHES MINIMUM RATING (LBS)
NUMBER
A D VERT.-V | LONG-L | TRANS.-T
TPHP-1.5-30 1 30 112 1500 1500 1500
TPHP-1.5-36 1 36 11/2 1200 1200 1500
TPHP-1.5-40 1 40 11/2 1000 1000 1500
TPHP-1.5-48 | 1 48 11/2 900 900 1500
TPHP-2-36 2 36 2 2550 2000 2500
TPHP-2-48 2 48 2 2250 1900 2500
TPHP-2-54 2 54 2 2100 1850 2500

NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 60" LENGTH: TPHP-2-60)

THREADS: FOR OTHER LENGTHS(A-DIM.) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: TPHP-2-60-1.375)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: TLP-2-60-4-13)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com




C&D Industries Co.,Ltd.

TWO PHASE INSULATOR BRACKETS
VERTICAL PIN

1" DIA. THREAD

11/16" KEYHCLE SLOT 11/16" KEYHCLE SLOT

6" I | I
8" 10" 8" ~ RECESSED FOR BANDING
I STRAP
] [Ij [_\ PROVISION FOR
GROUNDING (OPTIONAL)
11/16" X 1-1/8" SLOT 11/16" X 1-1/8" SLOT
TYP. FIG.2 TYP.

CATALOG FIG DIM IN INCHES MINIMUM RATING (LBS)

NUMBER A D VERT.-V | LONG-L | TRANS.-T

TPVP-1.5-30 1 30 1.5 1700 1100 2000

TPVP-1.5-36 1 36 1.5 1500 900 2000

TPVP-1.5-40 1 40 1.5 1300 850 2000

TPVP-1.5-48 1 48 1.5 1000 700 2000

TPVP-1.5-60 1 60 1.5 800 550 2000

TPVP-2-36 2 36 2 2550 2000 2500

TPVP-2-42 2 42 2 2400 1950 2500

TPVP-2-48 2 48 2 2400 2000 2500

TPVP-2-54 2 54 2 2200 1900 2500

TPVP-2-60 2 60 2 2000 1850 2500

TPVP-2-72 2 72 2 1800 1750 2500

NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTINGS:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTH:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 60” LENGTH: TPHP-2-60)

THREADS: FOR OTHER LENGTHS(A-DIM.) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: TPHP-2-60-1.375)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: TLP-2-60-4-13)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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THREE PHASE SINGLE POSITION
CUTOUT AND ARRESTOR BRACKETS

9/16" 8Q.

PROVISION FOR
GROUNDING (OPTIONA!

\\L'%‘\ 11/16" X 1-1/8" SLOT
TYP.

CATALOG DIM IN MIN. RATING (LBS)
NUMBER INCHES
A B VERT. =V LONG-V TRANS.-T
V1 V2 L1 L2 T
TP1CA-1.5-36| 36 12 3/4 1200 1700 1200 1700 10000
TP1CA-1.5-42| 42 12 3/4 900 1700 900 1700 10000
TP1CA-1.5-48| 48 12 3/4 600 1700 600 1700 10000
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.

(EXAMPLE: FOR 30" LENGTH: TP1CA-1.5-30)
GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX*4-13”.TO

CATALOG NUMBER.(EXAMPLE: TP1CA-1.5--30-4-13)
TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE:

TP1CA-1.5-30-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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THREE PHASE TWO POSITION
CUTOUT AND ARRESTOR BRACKETS

9/16" SQ.

B
N\ i, /
. —1-1/2"
== ()] o= ] I —
V2 ] gL V1
PROVISION FOR =g e )%1(-;.18' stor
GROUNDING (OPTION
CATALOG DIM IN MIN. RATING (LBS)
NUMBER INCHES
A B VERT. -V LONG-V TRANS.-T
V1 V2 L1 L2 T
TP1CA-0-1.5-36| 36 12 3/4 1200 1700 1200 1700 10000
TP1CA-0-1.5-42| 42 12 3/4 950 1700 900 1700 10000
TP1CA-0-1.5-48| 48 12 3/4 600 1700 600 1700 10000
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 30” LENGTH: TP1CA-0-1.5-30)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: TP1CA-0-1.5--30-4-13)

TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE:
TP1CA-0-1.5-30-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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THREE PHASE TWO POSITION
CUTOUT AND ARRESTOR BRACKETS

9/16" SQ.
(2PLACES)

12"

11/16" HOL| &)
-

PROVISION FOR
GROUNDING (OPTIO|

@x
' 11/16" X 1-1/8" SLOT
TYP.

DIM IN INCHES MIN. RATING (LBS)
CATALOG
NUMBER A c B VERT. -V LONG-V TRANS.-T
V1 V2 L1 L2 T

TP2CA-1.5-36 36 11/2 12 1200 1700 900 1400 10000
TP2CA-1.5-42 42 11/2 12 950 1700 800 1400 10000
TP2CA-1.5-48 48 11/2 12 900 1700 700 1400 10000
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 30" LENGTH: TP2CA-1.5-30)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX*4-13".TO
CATALOG NUMBER.(EXAMPLE: TP2CA-1.5--30-4-13)

TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE:
TP2CA-1.5-30-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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C&D Industries Co.,Ltd.

THREE PHASE TWO POSITION
CUTOUT AND ARRESTOR BRACKETS

9/16" Q.
(2 PLACES)

12"

T—C[

11/16" HOL O
B A ~
ﬁ ~1-1/2" Ji | ]g /L !
T / 6"(i[i [ — i) T
7 i I Hl—| Ny i
b )
11/16" X1-1/8" SLOT
PROVISION FOR TYP.
GROUNDING (OPTIONA
CATALOG DIM IN INCHES MIN. RATING (LBS)
NUMBER A B VERT. LONG. TRANS.
V1 V2 L1 L2 T
TP2CA-0-1.5-36 36 12 1200 1700 900 1400 10000
TP2CA-0-1.5-42 42 12 950 1700 800 1400 10000
TP2CA-0-1.5-48 48 12 900 1700 700 1400 10000

NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.

CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 30" LENGTH: TP2CA-0-1.5-30)
GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: TP2CA-0-1.5--30-4-13)
TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE:
TP2CA-0-1.5-30-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA

www.G4Power.com m mog@g4power.com

m +1(803) 335-2158
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THREE PHASE THREE POSITION
CUTOUT AND ARRESTOR BRACKETS

PROVISION FOR
GROUNDING (OPTIO|

11/16" X 1-1/8" SLOT
TYP.

DIM IN INCHES MIN. RATING (LBS)
CATALOG
NUMBER A c B VERT. -V LONG-V TRANS.-T
V1 V2 L1 L2 T
TP3CA-1.5-36 36 11/2 12 1200 1700 900 1400 10000
TP3CA-1.5-42 42 11/2 13 900 1600 700 1300 10000
TP3CA-1.5-48 48 1172 24 900 900 700 700 10000
NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 30" LENGTH: TP3CA-1.5-30)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX‘4-13".TO
CATALOG NUMBER.(EXAMPLE: TP3CA-1.5--30-4-13)

TO SPECIFY CAPTIVE CARRIAGE BOLTS, ADD SUFFIX “C” TO CATALOG NUMBER.(EXAMPLE:

TP3CA-1.5-30-C)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1(803) 335-2158

www.G4Power.com m mog@g4power.com
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DOUBLE PHASE VERTICAL PIN
ALLEY ARMS

1" DIA. THREAD

A

11/16" KEYHCLE SLOT 1" DIA. THREAD

)l

1/16" X1-118'$~

RECESSED FOR BANDING
STRAP

PROVISION FOR
GROUNDING (OPTIONAL)

JE(G=

CATALOG DIM IN INCHES
NUMBER
A B D
DVP-2-38 14 38 2.0
DVP-2-42 12 42 2.0

NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 30" LENGTH: DVP-2-30)

THREADS: FOR OTHER LENGTHS(A-DIM.) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com
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DEADEND CROSSARMS

s ] Q
T— —T
Sl E=
13/16" ® HOLE
A

13/16"® HOLE\ KEYHOLE FOR

5/8" ® BOLT

11/16" X 1-1/4" SLO

: ANCHOR EYE
N\ 13/16" ® HOLE
v

CATALOG ROD OR DIM IN INCHES MINIMUM RATING (LBS)
NUMBER TUBE A D ANCHOR EYE[LONG-L | TRANS.-T
DEX3-36R ROD 36 3 25000 12000 10000
DEX3-42R ROD 36 3 25000 10000 10000
DEX3-48R ROD 40 3 25000 9500 10000
DEX3-54R ROD 48 3 25000 9000 10000
DEX3-60R ROD 60 3 25000 8500 10000
DEX3-36T TUBE 36 3 25000 7000 10000
DEX3-42T TUBE 42 3 25000 6000 10000
DEX3-48T TUBE 48 3 25000 5000 10000
DEX3-54T TUBE 54 3 25000 4500 10000
DEX3-60T TUBE 60 3 25000 4000 10000

NOTES:

ROD:FIBERGLASS WITH ULTRAVIOLET PROTECTIVE COATING-MUNSEL GRAY.
CASTING:DUCTILE IRON GRADE 654512 HOT DIP GALVANIZED PER ASTM A-153.
LENGTHS:FOR OTHER LENGTHS(A-DIM) SUBSTITUTE LENGTH DESIRED FOR SUFFIX NO.
(EXAMPLE: FOR 42” LENGTH: DEX3-42R)

GROUNDING: TO SPECIFY 1/2-13 TAPPED HOLE FOR GROUNDING,ADD SUFFIX“4-13".TO
CATALOG NUMBER.(EXAMPLE: DEX3-42R-4-13)

G4 Power Products = PO Box 474, Aiken, SC 29802 USA = +1 (803) 335-2158
www.G4Power.com m mog@g4power.com






